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L E A R N I N G  R E M O T E
C O N T R O L S

INDEPENDENT BUTTON 
PROGRAMMING 
Allows for different  
frequency and codes

VERSATILE  
COMPATIBILITY 
Eliminate multiple remotes 
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SECURITY+ 2.0 
UNIVERSAL RECEIVER

Three-channe l  commerc ia l  rece iver 

prov ides  enhanced range, secur i ty 

and dependab i l i t y. Compat ib le  wi th 

a l l  Secur i ty+ 2 .0  Remote  Cont ro ls .
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SECURITY+ 2.0 WEATHERPROOF 
UNIVERSAL RECEIVER   

Three-channe l  commerc ia l  rece iver 

prov ides  enhanced range, secur i ty  and 

dependab i l i t y  in  a  wea ther t ight  hous ing 

fo r  ex t ra  pro tec t ion . Compat ib le  wi th 

a l l  Secur i ty+ 2 .0  Remote  Cont ro ls .
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SECURITY+ 2.0 COMMERCIAL 
HIGH-CAPACITY RECEIVER   

High-capaci ty  commercia l  receiver 

provides enhanced range, secur i ty 

and dependabi l i ty. Holds up to 

1,000 Secur i ty+ 2.0 Remote 

Contro ls . Compat ib le wi th a l l 

Secur i ty+ 2.0 Remote Contro ls .
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SECURITY+ 2.0 SINGLE BUTTON 
ENCRYPTED DIP SWITCH 

REMOTE CONTROL   
Single button visor remote control 

programs direct ly to the Security+ 2.0  

gate operator receiver for master 

access and used to clone to the learning 

remote controls for gate access.
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S INGLE BUTTON DIP SWITCH 
REMOTE CONTROLS   

Sing le  but ton  v isor  remote  cont ro ls  in 

390 MHz and 315 MHz f requenc ies . 

D IP  Swi tch  programming d i rec t ly  to 

an  ex is t ing  L i f tMaster  commerc ia l 

rece iver  fo r  master  access  and 

used to  clone to  the  learn ing 

remote  cont ro l  fo r  ga te  access .

TOTAL SOLUTION ACCESSORIES:

SMART 
EASY TO PROGRAM.

INDEPENDENT BUTTON PROGRAMMING ALLOWS FOR DIFFERENT 
FREQUENCY AND CODES: SECURITY+ 2.0 ® (TR I-BAND 310/315/390 MHZ) , 
SECURITY+ ® 315 MHZ AND SECURITY+  390 MHZ.

ELIMINATES THE NEED FOR MULTIPLE REMOTES WHEN OPERATING 
L IFTMASTER ® GARAGE DOOR OPENERS, GATE OPERATORS, COMMERCIAL 
DOOR OPERATORS OR MYQ ® ACCESSORIES.

CLONING CAPABIL ITY  OF EX IST ING L IFTMASTER D IP  SWITCH REMOTE 
CONTROLS (61LM AND 361LM)  OR A L IFTMASTER ENCRYPTED DIP 
SWITCH REMOTE CONTROL (811LM)  TO ANY BUTTON. 

RELIABLE 
COMPATIBLE WITH L IFTMASTER SECURITY+ 2.0  TR I-BAND (310, 315 AND 
390 MHZ)  AND SECURITY+ GARAGE DOOR OPENERS, GATE OPERATORS, 
COMMERCIAL DOOR OPERATORS AND COMMERCIAL RECEIVERS.

SECURE
FLEXIBLE COMPATIBILITY  WITH D IRECT PROGRAMMING TO SECURITY+ 
2.0  AND SECURITY+ ROLL ING CODE TECHNOLOGY FOR SECURITY AND 
DEPENDABIL ITY.
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SHIPPING WEIGHT ( in  lbs . )

CARTON (1)
 - 4 .75"  W x  2 .75"  H x  1 .13"  D 
 - Remote  Cont ro l
 - V isor  C l ip
 - Ins t ruc t ion  Sheet

STORAGE/SHIP TEMPERATURE RANGE
-40°F to  185°F @ 50% Rh
-40°C to  85°C @ 50% Rh

S H I P P I N G .

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t  
Li f tMasterTraining.com

For  More  In format ion , V is i t  
Li f tMaster.com/AccessControl

Sales  Suppor t : 800.282.6225
Techn ica l  Suppor t  Center : 800.528.2806
Lif tMasterDealer.CustHelp.com/App/Ask

S T A N D A R D  S P E C S .

WARRANTY
 -  1-Year  L imi ted

RADIO
 -  D i rec t  Frequency  Capab i l i t y : Secur i ty+ 2 .0  
(Tr i -Band 310/315/390 MHz)
 -  Secur i ty+ 315 MHz
 -  Secur i ty+ 390 MHz
 -  C lone Capab i l i t y : 811LM, 361LM, 61LM

OPERATING -40°F to 149°F 
TEMPERATURE (-40°C to 65°C)

COMPATIBILITY

CODE/FREQUENCY FOR DIRECT PROGRAMMING:

-  Secur i ty+ 2 .0 ® (310/315/390 MHz Tr i -Band)  - 

Defau l t

-  Secur i ty+ ® 315 MHz

-  Secur i ty+ 390 MHz

CODE/FREQUENCY FOR CLONING:

-  811LM Encr ypted D IP  Swi tch  (310/315/390 MHz)

-  361LM DIP  Swi tch  315 MHz

-  61LM DIP  Swi tch  390 MHz

POWER

-  Ba t ter y  ( included) : AAA Ba t ter y

-  Ba t ter y  L i fe : Up to  3  years

DIMENSIONS

-  3 .2"  W x  1 .75"  H x  0 .7"  D

M A S T E R F U L  E N G I N E E R I N G .
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