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Upgrade mixed brand openers to 
Intellicode® security

Compatible with most major brands of 
garage door and gate openers

Intellicode and/or fixed code configurable 
for each door output

Intellicode Open/Close/Stop remote 
operation available for commercial 
operators on a single door



Specifications:
Receiver Size:  5 11/16” W x 5 3/8” H x 1 3/8” D 
Antenna Size:  1 1/4” H x 9 1/4” L
Voltage/Current/Hz:
- Receiver Input Voltage: 9-42 VDC or 9-30 VAC, 50-60 Hz
- Receiver Current Draw: 150mA@9V,141mA@12V,104mA@24V, 
 85mA@42V 
- Power Pack: 115 VAC, 0.5 A, 50-60 Hz
- Power Pack Output: 12 VDC, 1 A 
- Temperature Range -30° F to 158° F 
- Includes: Intellicode receiver, antenna, wire, 
 staples and instructions

The Intellicode® Three Door External Receiver has been designed 
to provide versatility with remote control applications for residential 
and commercial doors, or gates. The Three Door External Receiver 
is ideal for applications upgrading from fixed code to more secure 
Intellicode remote controls, or for applications using a single three 
button remote on facilities having mixed brands of operators.

The receiver has two primary modes of operation:

Upgrade Opener Security
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THREE DOOR EXTERNAL RECEIVER

Three Door Mode:

• The receiver supports a total of 255 Intellicode remote controls 
across one, two, or three doors

• Supports an unlimited number of fixed code remote controls  
on up to three doors

• A unique fixed code can be used on each door

• Fixed code frequency 390 MHz

• Intellicode and/or fixed code mode may be configured on  
any of the three door outputs

• Remote and fixed code settings may be cleared from  
each door separately

Single Door Mode: 

• Supports up to 255 Intellicode Open/Close/Stop remote  
controls on a single door using dual 315/390 MHz frequencies

• Power: May be supplied from an AC adapter (sold separately)  
or directly from many commercial or gate operators

Model: GIRD3D   Part Number: 41488R

A/C Adapter Part Number: 39193A.S 
(Sold separately)


